
Celtic Air Technical Requirements 

 

P.A. 

Stereo sound system must be of professional quality, capable of at least 3-way operation. 

System must be properly powered and must adequately cover the venue listening area. 

Stage Monitors 

Facility must have capability of 6 independent program fold-back mixes, (Minimum of 4 mixes) 

including a 24 x 8 monitor mixing console. (Midas, Soundcraft, Yamaha) Systems are to be bi-

amped, and of professional quality. Each available mix will have a dedicated 31 band graphic 

equalizer.  

Monitor speakers: 2x ς мнέȄ нέ down stage center and Guitar position : 1x - мнέȄ нέ ƻǘƘŜǊ ǎǘŀƎŜ 

ǇƻǎƛǘƛƻƴǎΣ ǿƛǘƘ ǘƘŜ ŜȄŎŜǇǘƛƻƴ ƻŦ ǘƘŜ ŘǊǳƳ ǇƻǎƛǘƛƻƴΣ ǿƘƛŎƘ ǿƛƭƭ ŎŀǊǊȅ ǘƘŜƛǊ ƻǿƴ άƛƴ-ŜŀǊέ ǇŜǊǎƻƴŀƭ 

monitors. 

Front of House Console/Processing 

Front of house mixing console needs to be a minimum of 32 channels, 48 if dedicated monitor 

console is not available, with capability of 9 Auxiliary sends, 6 pre and 3 post, for monitors and 

FX sends, respectively. Channel EQs consist of variable high and low pass filters and 4 sweep-

able parametric filters. (Midas, Soundcraft, Yamaha) 

Processing will include two channels of 31 band graphic equalizer patched in-line with the 

stereo buss, 10 patchable compressors and at least 3 patchable frequency dependant gates.  

(Drawmer, BSS, Aphex, Dbx. No Presonus ACP 88) Effect processor will include 1 stereo digital 

delay and 2 independent reverb units. (Lexicon, Yamaha, T.C. Electronics) 

A talkback microphone for communication to the stage and ample console lighting is necessary. 

The band will supply a wireless unit for the fiddle. 

All substitutions will be approved by sound engineer. 


